
ISS  
ACTIVE  
AGM & EFB
YUASA’S ISS ACTIVE BATTERY RANGE 
REPRESENTS THE LATEST IN PERFORMANCE & 
TECHNOLOGY FOR IDLE STOP START SYSTEMS.

Yuasa ISS Active batteries are specially designed to 
satisfy the fuel saving and emission reducing benefits 
of vehicles fitted with Idle Stop Start systems. 

The range incorporates innovative design features 
and advanced raw materials to deliver superior 
cycling performance, high charge acceptance for 
rapid recharge in between engine off modes and 
the extra power to run on-board electrics whilst the 
engine is switched off.
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ISS ACTIVE AGM 
A range of premium batteries incorporating Absorbed Glass Mat (AGM) 
technology to deliver exceptional starting power, extreme cycle life and 
superior micro-cycling capabilities. ISS Active AGM batteries are designed 
and engineered specifically for vehicles fitted with advanced Stop Start 
engine management, regenerative braking and energy recovery systems.

†Conditions apply. Refer to individual warranty statements attached to each battery.
^Available for order from April 2021. 
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ISS ACTIVE AGM

118201^ DIN44LH AGM 36 12 520 80 50 206 175 190 190 C 15.00 STD SIDE/END AGM, CH, FA, MF, RP

106222 DIN53LH AGM 36 12 640 100 60 242 175 190 190 C 17.30 STD SIDE/END AGM, CH, FA, MF, RP

106223 DIN65LH AGM 36 12 720 120 70 276 175 190 190 C 20.05 STD SIDE/END AGM, CH, FA, MF, RP

106224 DIN75LH AGM 36 12 800 155 80 316 175 190 190 C 22.80 STD SIDE/END AGM, CH, FA, MF, RP

106225 DIN85LH AGM 36 12 850 160 92 353 175 190 190 C 26.30 STD SIDE/END AGM, CH, FA, MF, RP

106228 DIN110LHAGM 36 12 950 190 105 393 175 190 190 C 30.50 STD SIDE/END AGM, CH, FA, MF, RP

 Perfect for replacing original equipment (OE) batteries

 Superior charge acceptance for faster recharge between
repeated engine starts

 3 x higher cycling endurance

 Low self-discharge rate for longer shelf life
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ISS ACTIVE EFB 
A range of original equipment (OE) grade Enhanced Flooded Batteries (EFB) 
which are used and endorsed by some of the world’s leading car brands. 
The ISS Active EFB range is designed to help reduce fuel consumption and 
CO2 emissions in vehicles fitted with standard Idle Stop Start systems.
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ISS ACTIVE EFB

106220 Q85 36 12 650 112 67 232 173 200 225 C 18.20 STD - EFB, LI, LM

106210 Q85R 36 12 650 113 67 232 171 200 225 D 18.30 STD - CH, CI, EFB, LI, LM

106211 S95 36 12 760 127 68 260 173 200 225 C 19.40 STD - EFB, LI, LM

106201 T110 36 12 810 155 80 303 173 200 225 C 23.30 STD - EFB, LI, LM

ISS ACTIVE EFB MF

116200 Q85 MF 24 12 550 110 65 230 171 202 222 C 17.00 STD - CH, CI, EFB, FA, MF

116210 Q85R MF 24 12 550 110 65 230 171 202 222 D 17.00 STD - CH, CI, EFB, FA, MF

116211 S95 MF 24 12 680 130 70 258 172 199 220 C 19.90 STD - CH, CI, EFB, FA, MF

116201 T110 MF 24 12 760 150 95 302 170 200 222 C 22.50 STD SIDE CH, CI, EFB, FA, MF

116212 DIN53LH EFB 24 12 560 100 60 242 175 190 190 C 16.50 STD SIDE/END CH, EFB, FA, MF, RP

106216 DIN65L EFB 24 12 650 110 65 275 175 175 175 C 17.00 STD SIDE/END CH, EFB, FA, MF, RP

116213 DIN65LH EFB 24 12 650 120 70 275 175 190 190 C 19.10 STD SIDE/END CH, EFB, FA, MF, RP

106217 DIN75L EFB 24 12 730 135 75 313 175 175 175 C 19.10 STD SIDE/END CH, EFB, FA, MF, RP

116214 DIN75LH EFB 24 12 730 145 80 313 175 190 190 C 21.20 STD SIDE/END CH, EFB, FA, MF, RP

 Direct OE replacement - perfect for replacing your vehicle’s
original equipment battery*

 Lithium carbon additive for up to 50% faster recharging
and 2x higher cycling performance

 Thicker and stronger internal components for increased shock
and vibration resistance

 Recommended upgrade for standard vehicles subjected
to repeated short journeys

†Conditions apply. Refer to individual warranty statements attached to each battery. 
*Selected vehicles only.

ISS ACTIVE 

YU-FIT 
Battery 
Configurator 
With the introduction of CO2 production control systems 
such as smart charging and Idle Start Stop (ISS) it is 
essential that the vehicle has the correct battery type and 
specification installed.

An increasing number of automotive manufacturers have 
introduced systems that now require a replacement 
battery to be correctly configured to the vehicle 
after installation.

Failure to configure the correct specification 
battery 
could result in:
• Undercharging or overcharging of the

battery resulting in damage which is not 
covered by the manufacturer’s warranty

• Loss of the ISS CO2 production control
system functionality

• Possible loss of non-critical vehicle system functions

Battery configuration prevents incorrect battery charging, 
ensures the correct operation of the ISS CO2 production 
control system and prevents the loss of non-critical  
vehicle systems. 

The Yuasa YU-FIT battery configurator tool allows the 
configuration process to be carried out on a growing 
number of vehicles equipped with new technology smart 
charge and ISS systems.

ITEM ID APPLICATION  
(recommended) FEATURES

YU-FIT BATTERY CONFIGURATOR 

195012
Battery management system reset tool for  

European vehicles with idle stop-start
Easy to read LED results, voltage check, battery test,  

update subscription service available
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Diagnostic Equipment
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